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Switch mode selection via jumper

Jumper IN
(delivery state)

|* m***** l*l

Dauerlicht

maintained light

régime permanent
modalita sempre accesa
permanente verlichting
luz permanente

Jumper OUT

|*|0‘***** ‘*l

Bereitschaftslicht

non-maintained light
régime non permanent

modalita solo emergenza
niet-permanente verlichting
circuito de reserva

ExD

Jumper selection for stand alone luminaires.
Connected system overwrites selection.

ECD, ECP

Jumper position not relevant.
Connected system overwrites selection.

ECC

Do not remove jumper.

ECC are ,maintained only“ luminaires.
Removal of jumper leads to loss of ,,AC
emergency mode“ function.

Luminaire marking (acc. IEC/EN 60598-2-22)
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Autonomy time
0 /SR 60: 1 hour

A |
Supply version / /

X: self-contained version
Z: central battery version
Mode of operation

0: non-maintained mode
1: maintained mode

\
R I :
\ \ Faciliies 180: 3 hours

Fa
A:
B:
C: including inhibiting mode
D:
E:
F:

120: 2 hours

including test device 480: 8 hours
including remote rest mode

high risk task area luminaire
with non-replaceable lamp(s) and/or batteries
Control gear with automatic

test facility according to
IEC 61347-2-7, marked with EL-T

G: internally-lit safety sign
i | ExD Status LED
LED GRUN / GREEN Status LED ROT /RED Status
o Alles o.k. o Lampenfehler
o I Everything okay o M Lamp failure
O l—— - —— Funktionstest ——— Ladefehler
I 1s | Function test 148 Charging failure
Om — — —— Betriebsdauertest Olj 1s !T;l L Batteriefehler
Service life test Battery failure
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